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SPACE S I Fact sheetSTANDARD
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DIMENSIONS mm

External

Internal

WIDTH DEPTH HEIGHT

1000 1000 2247
+200mmforventilation
+20mmfor leveling

+700mmwithopen
door

805 887 2080

WEIGHTS kg

NET GROSS

347 414
includingcardboards
andpackagingparts
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Insulation

Frequency

AVERAGE SOUND INSULATION

RT20

Frequency
125Hz

0,2 s

0,3 s

0,1 s

250Hz 500Hz 1000Hz 2000Hz 4000Hz

RT20 PERFORMANCE INSIDE PER PN-EN ISO 354:2005

TheconstructionofSpaceS is theeffectofworkofouracoustics, technology
anddesigndepartments.WallsofSpaceSpodarebuilt fromseveral layersof
meticulouslychosenmaterials responsible foroneof thehighest results
of sound isolationandsoundabsorption inside thepod.

•Absorbingmaterials • Felt • Isolatingmaterials

•Metal covers •Plywood •Soundproofglass

COMPOSITION

•Openspace •Call center • Library

•Reception •Breakout area

•Otherpublic spaces (including railwaystationsandairports)

USAGE

•Keep theproductdry

•Vacuumandclean regularly

• Followtheassembly instructionsand termsofuse

CARE

•SpaceS isdelivered in2cardboardboxes:

W2335xD1160xH1310mm
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TECHNICAL SPECIFICATIONS

Fact sheetSPACE S ISTANDARD

POWER CONSUMPTION

Standby: 4,5W

Working: 16W(fans, LEDs)

✓RoHS 3mcable

Max.powersupply (exc.plugged receivers): 35W

Powersupplyvoltage:220-240/100-120VAC,50-60Hz

Supplyvoltage forventilation, lighting

andaddons: 12 -24VDC

STANDARD EQUIPMENT

Electric
socket¹

Graphite
carpet

Wall hook
max load5kg

Ventilation
system

LED
Light

Wall-mounted
tabletop

Occupancy
sensor

¹ Socket typeE is installedasstandard.Otherelectrical typeshouldbe requested.
² Electric socket,USBports and inductionchargerareavailableonly inblack.
³ Anoptional 10mLANcable is setwith thepowercordandcanbe ledoutof thepod's
floor (standard)orceiling (option). Pleasemakeaselectionwhileordering.

USBA+Cport²
integrated in the tabletop

LANconnection³
with 10mwire

Inductioncharger²
integrated in the tabletop

OPTIONAL ADD-ONS

Height-adjustable stool
with footrest

Integratedwheels
foreasyrelocation Right-handeddooropening

Wall-mounted
backsupport

Light andventilation
controlpanel

GLASS PROPERTIES PER EN 410

Light transmission: 87

Light reflection: 8

Solarenergytransmittance: 70

Reflectionof solar radiation: 7

Total solarenergytransmittance: 76

HEALTH AND SUSTAINABILITY COMPLIANCES

FormaldehydeandVOCsafe: EUE1Standard

Qualitymanagement systemof ISO9001

Environmentalmanagement systemof ISO14001

FSCCertificateNo.C161812

LIGHTING

Power: 6W

Brightness: 307 lx (615 lmat source)

Lightcolor temp.: 4000K

Fansand light activated

byoccupancysensor

FANS PERFORMANCE

Airflow:63m³/hour

Fanemittednoise level in LAeq

Inside≤39db

Outside≤35dB

The levelofoutsidenoisemeasuredat adistanceof 1.5meters.
TheSpaceseriesachievesoneof thebest resultson themarket.

External fannoise iscomparable toone in typical openoffices
(<45dB)andwill createanacousticbackground foremployeesnearby.

OPTIONAL EQUIPMENT'S DIMENSIONS mm

Height fixedwall-mounted
backsupport inRemix3

Totalweight in kg

Height fromapod's floor

4kg

850mm

Height-adjustable stool
with footrest inRemix3

59
5-
77
5

⌀360

Totalweight12kg

Floor-integrated
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6
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SPACE S I Fact sheet

SHAPE AND DIMENSIONSmm
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Bottom power outlet Top power outlet

805
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Left-handed in standard

10
00

70
0

+/-3mm

DIMENSIONS mm

External

Internal

WIDTH DEPTH HEIGHT

1000 1000 2247
+200mmforventilation
+20mmfor leveling

+700mmwithopen
door

805 887 2080

WEIGHTS kg

NET GROSS

360 427
includingcardboards
andpackagingparts

TheconstructionofSpaceS is theeffectofworkofouracoustics, technology
anddesigndepartments.WallsofSpaceSpodarebuilt fromseveral layersof
meticulouslychosenmaterials responsible foroneof thehighest results
of sound isolationandsoundabsorption inside thepod.

•Absorbingmaterials • Felt • Isolatingmaterials

•Metal covers •Plywood •Soundproofglass

COMPOSITION

•Openspace •Call center • Library

•Reception •Breakout area

•Otherpublic spaces (including railwaystationsandairports)

USAGE

•Keep theproductdry

•Vacuumandclean regularly

• Followtheassembly instructionsand termsofuse

CARE

50dB

40dB
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Insulation

Frequency

AVERAGE SOUND INSULATION

RT20

Frequency
125Hz

0,2 s

0,3 s

0,1 s

250Hz 500Hz 1000Hz 2000Hz 4000Hz

RT20 PERFORMANCE INSIDE PER PN-EN ISO 354:2005

•SpaceS isdelivered in2cardboardboxes:

W2335xD1160xH1310mm

D

W

H

PACKING
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VIDEO CONFERENCE



TECHNICAL SPECIFICATIONS

Fact sheet

POWER CONSUMPTION

Standby: 4,5W

Working: 16W(fans, LEDs)

✓RoHS 3mcable

Max.powersupply (exc.plugged receivers): 35W

Powersupplyvoltage:220-240/100-120VAC,50-60Hz

Supplyvoltage forventilation, lighting

andaddons: 12 -24VDC

STANDARD EQUIPMENT

Electric
socket¹

Graphite
carpet

Wall hook
max load5kg

Ventilation
system

LED
Light

Wall-mounted
tabletop

Occupancy
sensor

Height-adjustable
stoolwithfootrest

Wall-intagrated
monitorbracket

USBandHDMI
ports forvideo²

USBA+C
port²

GLASS PROPERTIES PER EN 410

Light transmission: 87

Light reflection: 8

Solarenergytransmittance: 70

Reflectionof solar radiation: 7

Total solarenergytransmittance: 76

HEALTH AND SUSTAINABILITY COMPLIANCES

FormaldehydeandVOCsafe: EUE1Standard

Qualitymanagement systemof ISO9001

Environmentalmanagement systemof ISO14001

FSCCertificateNo.C161812

LIGHTING

Power: 6W

Brightness: 307 lx (615 lmat source)

Lightcolor temp.: 4000K

Fansand light activated

byoccupancysensor

FANS PERFORMANCE

Airflow:63m³/hour

Fanemittednoise level in LAeq

Inside≤39db

Outside≤35dB

The levelofoutsidenoisemeasuredat adistanceof 1.5meters.
TheSpaceseriesachievesoneof thebest resultson themarket.

External fannoise iscomparable toone in typical openoffices
(<45dB)andwill createanacousticbackground foremployeesnearby.

SPACE S IVIDEO CONFERENCE

¹ Socket typeE is installedasstandard.Otherelectrical typeshouldbe requested.
² Electric socket,HDMIandUSBports areavailableonly inblack.
³ Anoptional 10mLANcable is setwith thepowercordandcanbe ledoutof thepod's
floor (standard)orceiling (option). Pleasemakeaselectionwhileordering.

Right-handeddooropeningIntegratedwheels
foreasyrelocation

Light andventilation
controlpanel

LANconnection³
with 10mwire

OPTIONAL ADD-ONS

EQUIPMENT DIMENSIONS mm

59
5-
77
5

⌀360

Wall-integratedbracket
withVESA75&100plate

Recommendedscreensize24"

Maximumscreensize27"

Height-adjustable stool
with footrest inRemix3

Totalweight12kg

Centrallyfloor-integrated
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SPACE S I Fact sheet

FINISHES
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SnowWhiteUltraMatt
RAL9003

PantherBlackUltraMatt

NewYorkGreyUltraMatt

PepperGreyUltraMatt

PowderGreyUltraMatt
RAL7035

RAL7012

NCSS3000-N

RAL9005

St.TropezYellowUltraMatt
RAL1018

NCSS4050-Y70R NCSS4010-B50G
CeramicRedUltraMatt

ST
A
N
D
A
RD

EX
TR
A DuskBlueUltraMatt

WhiteboardWhiteGlossy
Anti-graffiti coating

Customcolour
FromRALpalette

EXTERNALWALLS AND ROOF PAINT COLOURS1

0422 0452

KV
A
D
RA
T
RE
M
IX
3

0566 0906

0242 0123 0136 0133

0152 0173

INTERNAL STOOL/BACK SUPPORT FABRIC4

SnowWhite
NCSS0500-N

BlackPremium
Anti-fingerprint 0720

PowderGrey
NCSS1502-G NCSS3000-N

NewYorkGrey

WhitebardWhiteGlossy
9417-HW

ST
A
N
D
A
RD
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A

DuskBlue
NCSS4010-B50G

CeramicRed
NCSS4050-Y70R

OakWoodMapleWood

EXTERNAL FRAME LAMINATES & VENEERS2

INTERNAL FELT LININGS5

Beige Grey

DarkGrey
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INTERNAL TABLETOP LAMINATES & VENEERS3

SnowWhite
NCSS0500-N

GreyPremium
Anti-fingerprint 0725

BlackPremium
Anti-fingerprint 0720

PowderGrey
NCS1502-G NCSS3000-N

NewYorkGrey

ST
A
N
D
A
RD

EX
TR
A

OakWood

DuskBlue
NCSS4010-B50G

CeramicRed
NCSS4050-Y70R

MapleWood

©2024 All rights reserved
Mutesp. zo.o.


